
Inc @ Bit 
Flashlight for the Directional Drilling

BENEFITS
0.3 meter bit to sensor 
Quicker Geo Steering decisions
Faster decision process
Accurate drilling control
Reduced dog legs

APPLICATIONS
Directional Drilling
Geo Steering
All drilling environments (mud, underbalanced, air)

FEATURES
At bit inclination measurement
At bit gamma measurement
At bit formation resistance
Adapts to any motor

PDT
Pulse Directional Technologies

WE OFFER

MWD / LWD Drilling Services with 

MWD specialists

MWD / LWD Kit Rental

daily / monthly

MWD / LWD Kit Sales – customize 

your kit depending on your needs

Part Sales

MWD / LWD shop setups

MWD / LWD training 

SERVICES

In-house Repairs & Tool Servicing

In-house Subs Repairs & Coating

In-house Engineering Technology 

Development

PDT
Unit R  7004 5th St SE
Calgary, Alberta T2H 2G3 
Canada
phone (403) 769-1169
sales@pulsedirectional.com
www.pulsedirectional.com

Technology a cut above

SPECIFICATION
Length: 0.66 meters or 26 inches
Sensor accuracy inclination:  +/-0.1 degree
Temperature: 150°C/300°F (Hi-Temp to 175°C/350°F special order)


